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29 TURNS

NS AN~

FLOW MAY BE IN EITHER DIRECTION
VALVE SHAFT WILL MEET OR EXCEED AWWA C504 REQUIREMENTS
REFERENCE AWWA C504 FOR FLANGES AND DRILLING {ANSI 125)

TO CLOSE

(4) 3/4" BOLTS ON EACH FLANGE

OPERATED BY 2" AWWA OPERATING NUT/WRENCH NUT
RATED AND TESTED FOR 150psi WORKING PRESSURE
GASKETS, GLANDS AND BOLTS FOR MECHANICAL JOINT FURNISHED

WITH VALVE WHEN SPECIFIED ON ORDER

L%
1 718
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/ o |
o~ Sl
-
AR S
7. 13,
- 978 478" =

T OWG, AXD ALL DCRORMATION (3 OUR FEOPIXTY ANMD SMALL NOT §2 USLD, COPKD, Of ELPROOUCTD WIteOUT

'WEITTEN CORZINT. DENGH

1021 East Water St.
Elmira, NY 14901

KENNEDY VALVE
Division of McWane, Inc.

prawn: CTJ

DATE: 6/30/2020
L —
BD0O4-M1-M11-000

4" - Style 4500 - CL150
BFV with F/A 12 MSS/ISO Connection
MJ ENDS - Buried Operator OPEN LEFT
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ITEM NO.

W 0 N O A W N R

Y
L |

12

DESCRIPTION
VANE SHAFT
V-RING PACKING SET
BFVBODY
UPPER JOURNAL BEARING
VANE SEAT RING
HEX HEAD CAPSCREW
LOWER JOURNAL BEARING
BFVBODYEND PLUG
BFV VANE
VANE SHAFT TORQUE PLUG
BODYSEATRING
BODYSEAT O-RING

SECTION A-A
SCALE1T :3

MATERIAL
304 STAINLESS STEEL, ASTMA-276
EPDM, BUNA-N
DUCTILE IRON ASTM A-536
NYLATRON
EPT with S5INSERT
18-8 STAINLESS STEEL with NYLOC PATCH
NYLATRON
STEEL
DUCTILEIRON ASTM A-536
18-8 STAINLESS STEEL
316 STAINLESS STEEL
BUNA-N

il DWG. AND ALL INFORMATION 5 OUR FROPLITY AND SHALL KOT B ULLD, COPID, OR REFIOCUCED WITHOUT

WRITTIN CONSENT. SEHIGN AND INVENTION DIGHTI RESLEVED.

KENNEDY VALVE
Division of McWane, Inc.
1021 East Water St.
Elmira, NY 14901

DRAWN: LF
DATE: 1/4/17
FBWE

"> BO4MBBI11

4" AWWA C504 - Style 4500 - CL150
BFV with F/A 12 MSS/ISO Connection
Sub-Assembly - Material List
MECHANICAL JOINT END
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- 742" LAY LENGTH

FLOW MAY BE IN EITHER DIRECTION

VALVE SHAFT WILL MEET OR EXCEED AWWA C504 REQUIREMENTS
REFERENCE AWWA C504 FOR FLANGES AND DRILLING (ANSI 125)
29 NUMBER OF TURNS TO CLOSE

(6) 3/4"BOLTS ON EACH FLANGE

OPERATED BY 2" AWWA OPERATING NUT/WRENCH NUT

RATED AND TESTED FOR 150psi WORKING PRESSURE

GASKETS, GLANDS AND BOLTS FOR MECHANICAL JOINT FURNISHED
WITH VALVE WHEN SPECIFIED ON ORDER

O NS A N~

TS DWO. AXD ALL ICPOLMANION 3 OUR PEOFETY AXD BMALL NOT 81 UIED, COPED, Off REMEOOUCED WITHOCT

o, B b O o e — 4" - Style 4500 - CL150
@ KENNEDY VALVE [DPRAWN: BFV with F/A 12 MSS/ISO Connection

Division of McWane, Inc. DATE: 7/] /2020 MJ EN Ds
[owe. ne.. |

1021 East Water St,

Kimivs, Y 14901 BDO&-M1-M11-000 Buried Operator - OPEN LEFT
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ITEM NO.

1
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6
7
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DETAIL B
SCALE2:1

DESCRIPTION
VANE SHAFT
V-RING PACKING SET
BFV BODY
UPPER JOURNAL BEARING
VANE SEAT RING
HEX HEAD CAPSCREW
LOWER JOURNAL BEARING
BFV BODY END PLUG
BFV VANE
VANE SHAFT TORQUE PLUG
BODY SEAT RING
BODY SEAT O-RING

SCALET:3

MATERIAL
304 STAINLESS STEEL, ASTM A-275
EPDM, BUNA-N
DUCTILE IRON ASTM A-536
NYLATRON
EPT with S5 INSERT
18-8 STAINLESS STEEL with NYLOC PATCH
NYLATRON
STEEL
DUCTILE IRON ASTM A-536
18-8 STAINLESS STEEL
316 STAINLESS STEEL
BUNA-N

Tz) WG, AND ALL DPORMATION [3 OFZ PEOFEXTY AND SHALL MOT B2 DLID, COPED, O RDPROOUCTD WINOLT

KENNEDY VALVE
Division of McWane, Inc.
1021 East Water St.
Elmira, NY 14901

DrRAWN:  CTJ

** BO6MBBI11

DATE: 11/27/2018
B ——

6" AWWA C504 - Style 4500 - CL150
BFV with F/A 12 MSS/ISO Connection
Sub-Assembly - Material List
MJ ENDS
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81" LAY LENGTH

[

FLOW MAY BE IN EITHER DIRECTION

VALVE SHAFT WILL MEET OR EXCEED AWWA C504 REQUIREMENTS
REFERENCE AWWA C504 FOR FLANGES AND DRILLING (ANSI 125}
29 TURNS TO CLOSE

(6) 3/4" BOLTS ON EACH FLANGE

OFPERATED BY 2" AWWA OPERATING NUT / WRENCH NUT

RATED AND TESTED FOR 150psi WORKING PRESSURE

GASKETS, GLANDS AND BOLTS FOR MECHANICAL JOINT FURNISHED
WITH VALVE WHEN SPECIFIED ON ORDER

PN DA LN~

THIS DWG. AND ALL IXFOLMATION [3 OUR PEOPEXTY AXD SHALL COPRD,
DBIGH.

. 8" - Style 4500 BFV - CL150
E KENNEDY VALVE  (ORAWN: _CTJ F/A 12 MSS/ISO Connection

Bl MECHANICAL JOINT ENDS
' BDO8-M1-M11-000 Buried Operator - OPEN LEFT
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- SECTION A-A
SCALE1:3
DETAIL B
SCALE?2: 1
ITEM NO. DESCRIPTION MATERIAL
1 VANE SHAFT 304 STAINLESS STEEL, ASTMA-276
2 V-RING PACKING SET EPDM, BUNA-N
3 BFVBODY DUCTILEIRON ASTMA-536
4 UPPER JOURNAL BEARING NYLATRON
5 VANE SEAT RING EPTwith SSINSERT
6 HEX HEAD CAPSCREW 18-8 STAINLESS STEEL with NYLOC PATCH
7 LOWERJOURNAL BEARING NYLATRON
8 BFVBODYEND PLUG STEEL
9 BFV VANE DUCTILEIRON ASTMA-536
10 VANE SHAFT TORQUE PLUG 18-8 STAINLESS STEEL
11 BODYSEATRING 316 STAINLESS STEEL
12 BODYSEAT G-RING BUNAN
mm:;:- AXD IXALL COrEo,
= e 8" AWWA C504 - Style 4500 - CL150

P

KENNEDY VALVE

Division of McWane, Inc.
1021 East Water St.
Elmira, NY 14901

DATE: 1/9/17

"> BOSMBBI11

BFV with F/A 12 MSS/ISO Connection
Sub-Assembly - Material List
MJ ENDS
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SECTION A-A
@ @ ? SCALE1:4
DETAIL B
SCALE2:1.5
ITEM NO. DESCRIPTION MATERIAL
1 VANE SHAFT 304 STAINLESS STEEL, ASTMA-276
2 V-RING PACKING SET EPDM, BUNA-N
3 BFVBODY DUCTILE IRON ASTMA-536
4 UPPER JOURNAL BEARING NYLATRON
5 VANESEATRING EPT with SS INSERT
6 HEX HEAD CAPSCREW 18-8 STAINLESS STEEL with NYLOC PATCH
7 LOWER JOURNAL BEARING NYLATRON
8 BFVBODYEND PLUG STEEL
9 BFV VANE DUCTILEIRON ASTMA-536
10 VANE SHAFTTORQUEPLUG 18-8 STAINLESS STEEL
11 BODYSEATRING 316 STAINLESS STEEL
12 BODY SEAT O-RING BUNA-N
o e -y TP 10" AWWA C504 - Style 4500 - CL150

P

Division of McWane,
1021 East Water St.
Elmira, NY 14901

Inc.

DATE: 1/9/17

owe. .. |
* BIOMBBI11

BFV with F/A 12 MSS$/ISO Connection
Sub-Assembly - Material List
MJ ENDS
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91" LAY LENGTH

FLOW MAY BE IN EITHER DIRECTION

VALVE SHAFT WILL MEET OR EXCEED AWWA C504 REQUIREMENTS
REFERENCE AWWA C504 FOR FLANGES AND DRILLING (ANSI 125}
29 TURNS TO CLOSE

{8) 3/4"BOLTS ON EACH FLANGE

OPERATED BY 2" AWWA OPERATING NUT / WRENCH NUT

RATED AND TESTED FOR 150psi WORKING PRESSURE

GASKETS, GLANDS, AND BOLTS FOR MECHANICAL JOINT FURNISHED
WITH VALVE WHEN SPECIFIED ON ORDER

NSO A LN~

KENNEDY VALVE [PRAWN: CTJ F/A12 MSS/ISO Connection
st o ol MECHANICAL JOINT ENDS

Elmira, NY 14901 DWG. NO.

BD12-M1-M11-000 Buried Operator - Open Left
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ITEM NO. DESCRIPTION MATERIAL
] VANE SHAFT 304 STAINLESS STEEL, ASTM A-276
9 V-RING PACKING EPDM, BUNA-N
3 BFV BODY DUCTILE IRON ASTM A-536
4 UPPER JOURNAL BEARING NYLATRON
5 VANE SEAT RING EPT w/ SS INSERT
é HEX HEAD CAP SCREW 18-8 STAINLESS STEEL w/ NYLOC PATCH
7 LOWER JOURNAL BEARING NYLATRON
8 BFV BODY END PLUG STEEL
9 BFV VANE DUCTILE IRON ASTM A-536
10 VANE SHAFT TORQUE PLUG 18-8 STAINLESS STEEL
7] BODY SEAT RING 316 STAINLESS STEEL
12 BODY SEAT O-RING BUNA-N
= ——— — 12" AWWA C504 - Style 4500 - CL150
KENNEDY VALVE 228~ BFV with F/A 12 MSS/ISO Connection
1021 East Water St. WG NG, Sub-Assembly - Material List
g MECHANICAL JOINT




8—-—-_4"

FLOW MAY BE IN EITHER DIRECTION
VALVE SHAFT WILL MEET OR EXCEED AWWA C504 STANDARDS
48 TURNS TO CLOSE
12 BOLTS ON EACH FLANGE
3/4"DIA. OF BOLTS
OPERATED BY 2" AWWA OPERATING NUI/WRENCH NUT
RATED AND TESTED FOR 150psi WORKING PRESSURE
GASKETS, GLANDS, AND BOLTS FOR MECHANICAL JOINT FURNISHED
WITH VALVE WHEN SPECIFIED ON ORDER
WEIGHT OF VALVE IS 450 LBS.

NI AWLN ~

AN

TIII OWG. AND ALL IXFOLMATION £3 OUR PROPERTY AKD THALL KOT B2 UIID, COPED, 01 RIPEOOUCED WITHOUT
'WIITIN CORSENT. OENGH AMD IXVEXTON RIGHTI LELEIVID.

KENNEDY VALVE |PRAWN: CTJ 14" - Style 4500 - CL150
Division of McWane, Ine.  |DATE:  11/26/18 BFV with F/A 14 MSS/ISO Connection-
Emirm; N 14508 P MECHANICAL JOINT - Buried Operator
" B14AMAM11
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SEAT DETAIL

ITEM NO. DESCRIPTION MATERIAL
i OPERATOR SHAFT 304 STAINLESS STEEL, ASTM A-276
2 V-RING PACKING SET EPDM, BUNA-N
3 BFY BODY DUCTILE IRON ASTM A-536
4 UPPER JOURNAL BEARING FIBER & REINFORCED TEFLON
5 TORQUE PLUG 304 STAINLESS STEEL, ASTM A-276
é VANE SEAT RING EPT W/ STAINLESS STEEL INSERT
7 HEX HEAD CAP SCREW 18-8 STAINLESS STEEL W/ NYLOC PATCH
8 BFV VANE DUCTILE IRON ASTM A-276
9 THRUST SHAFT 304 STAINLESS STEEL, ASTM A-276
10 LOWER JOURNAL BEARING FIBER & REINFORCED TEFLON
117 THRUST BEARING BRONZE ALLOY
12 THRUST BEARING CAP SCREW 18-8 STAINLESS STEEL
13 BODY END PLUG O-RING BUNA-N
14 BODY END PLUG STEEL
15 BODY SEAT RING 316 STAINLESS STEEL
16 BODY SEAT O-RING BUNA-N

TICS DWG. AXD ALL IFPFORMATION [3 OUR PROPLITY AXD IHALL NOT 11 U1ED, COMED, Of RIFO0UCID WITHOGT
EROVEL.

WIETTEN CORSINT., DENGH

E}

KENNEDY VALVE

Division of McWane, Inc.

DRAWN: LF
DATE: 8/31/2018
B S

1021 East Water St.
Elmira, NY 14901

NO.
B14MBBI11

14" AWWA C504 - STYLE 4500 - CL150
BFV w/ F/A16 MSS/ISO CONNECTION
SUB-ASSEMBLY - MATERIAL LIST
MECHANICAL JOINT ENDS
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SEAT DETAIL
ITEM NO. DESCRIPTION MATERIAL
] OPERATOR SHAFT 304 STAINLESS STEEL, ASTM A-276
2 V-RING PACKING SET EPDM, BUNA-N
3 BFV BODY DUCTILE IRON ASTM A-536
4 UPPER JOURNAL BEARING FIBER & REINFORCED TEFLON
5 TORQUE PLUG 304 STAINLESS STEEL, ASTM A-276
é VANE SEAT RING EPT W/ STAINLESS STEEL INSERT
7 HEX HEAD CAP SCREW 18-8 STAINLESS STEEL W/ NYLOC PATCH
8 BFV VANE DUCTILE IRON ASTM A-276
9 THRUST SHAFT 304 STAINLESS STEEL, ASTM A-276
10 LOWER JOURNAL BEARING FIBER & REINFORCED TEFLON
11 THRUST BEARING BRONZE ALLOY
12 THRUST BEARING CAP SCREW 18-8 STAINLESS STEEL
13 BODY END PLUG O-RING BUNA-N
14 BODY END PLUG STEEL
15 BODY SEAT RING 316 STAINLESS STEEL
14 BODY SEAT O-RING BUNA-N
= T 16" AWWA C504 - STYLE 4500 - CL150
E e oare:_sjaija018|  BFV W/ F/AT6 MSS/ISO CONNECTION
1021 Ease Water St oW SUB-ASSEMBLY - MATERIAL LIST
i, Y 1401 “*B16MBR11 MECHANICAL JOINT ENDS




137%"

o NS A LN~

o

G

FLOW MAY BE IN EITHER DIRECTION

VALVE SHAFT WILL MEET OR EXCEED AWWA C504 STANDARDS

48 TURNS TO CLOSE

16 BOLTS ON EACH FLANGE

3/4" DIA. OF BOLTS

OPERATED BY 2" AWWA OPERATING NUT/WRENCH NUT

RATED AND TESTED FOR 150psi WORKING PRESSURE

GASKETS, GLANDS, & BOLTS FOR MECH. JOINT FURNISHED w/ VALVE
WHEN SPECIFIED ON ORDERS
WEIGHT OF VALVE IS 450 LBS.

TGS DWG. AND AL IKPOLVATION £ OUR PEOPETY ANKD THALL 80T 2 U325, COMED, OF REFEOO0CTS WITHOUT
[ Bz,

T ORAWN: CTJ 18" - Style 4500 - CL150
hvsion st Mewens, v, |DATE: 1172772018 BFV with F/A16 MSS/ISO Connection-
1021 East Water St. DWG. MJ x MJ ENDS - Buried Opercfor

Elmira, NY 14901 N, B18MAMII




e B
I =7 7 oA
" 7 WA,
- / ,
A i} /] // .
A r
19 (
SEAT DETAIL
ITEM NO. DESCRIPTION MATERIAL
] OPERATOR SHAFT 304 STAINLESS STEEL, ASTM A-276
2 V-RING PACKING SET EPDM, BUNA-N
3 BFV BODY DUCTILE IRON ASTM A-536
4 UPPER JOURNAL BEARING FIBER & REINFORCED TEFLON
5 TORQUE PLUG 304 STAINLESS STEEL, ASTM A-276
3 VANE SEAT RING EPT W/ STAINLESS STEEL INSERT
7 HEX HEAD CAP SCREW 18-8 STAINLESS STEEL W/ NYLOC PATCH
8 BFV VANE DUCTILE IRON ASTM A-276
9 THRUST SHAFT 304 STAINLESS STEEL, ASTM A-276
0 LOWER JOURNAL BEARING FIBER & REINFORCED TEFLON
7] THRUST BEARING BRONZE ALLOY
12 THRUST BEARING CAP SCREW 18-8 STAINLESS STEEL
13 BODY END PLUG O-RING BUNA-N
14 BODY END PLUG STEEL
15 BODY SEAT RING 316 STAINLESS STEEL
16 BODY SEAT O-RING BUNA-N
S — 18" AWWA C504 - STYLE 4500 - CL150
KENNEDY vaLve (Ot I BFV.w/ F/AT6 MSS/ISO CONNECTION
YEEL Rter H i SUB-ASSEMBLY - MATERIAL LIST
‘B18MBB11 MJ ENDS
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FLOW MAY BE IN EITHER DIRECTION

VALVE SHAFT WILL MEET OR EXCEED AWWA C504 REQUIREMENTS
NUMBER OF TURNS TO CLOSE: 48

NUMBER OF BOLTS ON EACH FLANGE: 14

DIAMETER OF BOLTS: 3/4

INSIDE DIAMTER OF VALVE HUB: 21.74"

OPERATED BY 2" AWWA OPERATING NUT/WRENCH NUT

RATED AND TESTED FOR 150psi WORKING PRESSURE

GASKETS, GLANDS, AND BOLTS FOR MECHANICAL JOINT FURNISHED
WITH VALVE SPECIFIED ON ORDER

T DWG. AND ALL DFORMATION 0 OUT FEOFETY AND SHALL NG 52 USED, COTRD, OR ELFROOUCED WINWOUT

KENNEDY VALVE |PRAWN: _ CTJ 20" - Style 4500 - CL150
Division of McWane, Inc.  |DATE: 11/26/2018 BFV with 1250 F/A16 MSS/ISO Conection-

poshig iy o Mechanical Joint - Buried Operator
" B2OMAM11




SEAT DETAIL

ITEM NO. DESCRIPTION MATERIAL
/ OPERATOR SHAFT 304 STAINLESS STEEL, ASTM A-276
2 V-RING PACKING SET EPDM, BUNA-N
3 BFV BODY DUCTILE IRON ASTM A-536
4 UPPER JOURNAL BEARING FIBER & REINFORCED TEFLON
3 VANE SEAT RING EPT W/ STAINLESS STEEL INSERT
é HEX HEAD CAP SCREW 18-8 STAINLESS STEEL W/ NYLOC PATCH
7 TORQUE PLUG 304 STAINLESS STEEL, ASTM A-276
8 BFV VANE DUCTILE IRON ASTM A-536
4 THRUST SHAFT 304 STAINLESS STEEL, ASTM A-276
10 LOWER JOURNAL BEARING FIBER & REINFORCED TEFLON
11 THRUST BEARING BRONZE ALLOY
12 THRUST BEARING CAP SCREW 18-8 STAINLESS STEEL
13 BODY END PLUG O-RING BUNA-N
14 BODY END PLUG STEEL
15 BODY SEAT RING 316 STAINLESS STEEL
16 BODY SEAT O-RING BUNA-N
17 OPERATOR MOUNTING BOLTS 18-8 STAINLESS STEEL
18 ISO FA16 SEAL PLATE COMMERCIAL STEEL

BE3 DWG. AND AL

corED,

P

KENNEDY VALVE
Division of McWane, Inc.
1021 East Water St.
Elmira, NY 14901

\DRAWN: IF
|pAaTE: 9/27/2018
o ——————————

" B2OMBB1]

20" AWWA C504 - STYLE 4500 - CL150
BFV w/ F/A16 MSS/ISO CONNECTION
SUB-ASSEMBLY - MATERIAL LIST
MECHANICAL JOINT ENDS
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FLOW MAY BE IN EITHER DIRECTION

72 TURNS TO CLOSE

VALVE SHAFT WILL MEET OR EXCEED AWWA C504 REQUIREMENTS
NUMBER OF TURNS TO CLOSE

(16) 3/4" BOLTS ON EACH FLANGE

OPERATED BY 2" AWWA OPERATING NUT / WRENCH NUT

RATED AND TESTED FOR 150psi WORKING PRESSURE

GASKETS, GLANDS, AND BOLTS FOR MECHANICAL JOINT FURNISHED
WITH VALVE WHEN SPECIFIED ON ORDERS

VALVE WEIGHT IS 800 LBS.

©NO D AWM~

e

THIS OWG. AKD ALL IXPFOEMATION [3 OUR PECPEXTY AKD SXALL MOT §I ULLD, COPEED, O RIPROOUCTD WITHOCT

e —— I~ T 24" AWWA C504 - STYLE 4500 - CL150
E KENNEDY VALVE : BFV w/ F/A25 MSS/ISO CONNECTION

Division of McWane, Inc.  |DATE:11/26/2018 SUB-ASSEMBLY - DIMENSIONS
Elmlru; NY 14901 NO. MECHAN|CAL JO[NT
B24MAMI 1
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SEAT DETAIL
ITEM NO. DESCRIPTION MATERIAL
/ OPERATOR SHAFT 304 STAINLESS STEEL, ASTM A-276
2 V-RING PACKING SET EPDM, BUNA-N
3 BFV BODY DUCTILE IRON ASTM A-536
4 UPPER JOURNAL BEARING FIBER & REINFORCED TEFLON
5 TORQUE PLUG 304 STAINLESS STEEL, ASTM A-276
6 VANE SEAT RING EPT W/ STAINLESS STEEL INSERT
7 HEX HEAD CAP SCREW 18-8 STAINLESS STEEL W/ NYLOC PATCH
8 THRUST SHAFT 304 STAINLESS STEEL, ASTM A-276
4 LOWER JOURNAL BEARING FIBER & REINFORCED TEFLON
10 THRUST BEARING BRONZE ALLOY
11 THRUST BEARING CAP SCREW 18-8 STAINLESS STEEL
12 BODY END PLUG O-RING EPDM
13 BODY END PLUG STEEL
14 BODY SEAT RING 316 STAINLESS STEEL
15 BODY SEAT O-RING BUNA-N

TIGS DWO. AXD ALL IXFORMATION I OUR PROPLXTY AKD EHALL
DEIGH

coren,

@,

KENNEDY VALVE

Division of McWa

1021 East Water St.
Elmira, NY 14901

DRAWN: IF
DATE: 6/28/18
1

ne, Inc.

No.
BMJ-15-45-24-1SO

24" AWWA C504 - STYLE 4500 - CL150
BFV w/ F/A25 MSS/ISO CONNECTION
SUB-ASSEMBLY - MATERIAL LIST
MECHANICAL JOINT




