
Kennedy Valve  |  1021 E Water St, Elmira, NY 14901

AIR CUSHION CHECK VALVE
SIZES 3” - 12”
Fig. 1206

125 RMS

X1

Division of McWane, Inc.

MACHINING DIM:
DUAL DIM. INCHES[MM]

 .005

FRACTIONAL  1/64
ANGULAR  .5
RADII  1/32"
TWO PLACE DECIMAL     .02
THREE PLACE DECIMAL  

DO NOT SCALE  DRAWING
Weight:

PART  NO. REV

PROPRIETARY AND CONFIDENTIAL

MATERIAL:

FINISH:

DRAWN

CHECKED

APPROVED

DATENAME

TITLE:

SIZE

D
DWG.  NO.

UNLESS OTHERWISE SPECIFIED:

DSB 4/14/22

3"-12"
AIR CUSHION CHECK VALVE

ASSEMBLY
DRAFT 2
RADII 1/8"
18" - UP +/- 1/8"
12" - 18" +/- 3/32"
 8" - 12" +/- 1/16"
 4" - 8" +/- 3/64"
 0" - 4" +/- 1/32"CASTING DIM:

KENNEDY VALVE
1021 EAST WATER STREET, ELMIRA, NEW YORK 14901

THE INFORMATION CONTAINED IS THE SOLE PROPERTY OF  CO.   ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN 
PERMISSION OF KENNEDY VALVE CO. IS PROHIBITED.  DESIGN &  INVENTION RIGHTS RESERVED. SHEET 1 OF 1
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REVISIONS
ECN REV. DESCRIPTION BY DATE

SIZE A D E CC1 CC2 CC3 CC4 CC5 CC6

3 9.5 7.5 6.6 13.77 7.60 2.03 11.5 3.32 8.20

4 11.5 8.69 9.0 13.77 9.56 2.44 12 3.75 8.89

6 14.0 10.51 11.00 19.28 10.38 3.31 18 5.00 7.52

8 19.5 12.56 13.50 22.24 11.75 4.88 18 6.25 6.40

10 24.5 14.07 16.75 23.62 13.68 6.19 18 7.12 11.46

12 27.5 16.13 19.00 24.57 14.94 8.38 18 8.19 10.40

DIMENSIONS APPROXIMATE FOR CHECKING CLEARANCES ONLY
ALLOW CLEARNACE TWO SIDES TO REMOVE SIDE PLUG & ACCESS HINGE PIN

ITEM NO. DESCRIPTION MATERIAL QTY.
1 BODY GRAY IRON - ASTM A126-B 1
2 CAP GRAY IRON - ASTM A126-B 1
3 O-RING;  CAP FLANGE RUBBER; BUNA-N 1
4 BOLT; CAP 18-8 STAINLESS F593, F594 4
5 SEAT RING C89833 OR C87850 BRONZE 1
6 O-RING; SEAT RING RUBBER; BUNA-N 1
7 SIDE PLUG C69300 BRONZE 1
8 O-RING; SIDE PLUG RUBBER; EPDM 2
9 STUFFING BOX C69300 BRONZE 1
10 PACKING NON-ASBESTOS 1
11 GLAND FOLLOWER C69300 BRONZE 1
12 HINGE DUCTILE IRON ASTM A536 1

13R DISC HOLDER 3" BRONZE; 4"-12" GRAY IRON 1
14R DISC RUBBER, NITRILE 1
15R DISC PLATE 3" 303/304SS; 4"-12" C89833 OR C87850 BRONZE 1
16 DISC BOLT C69300 BRONZE 1
17 HEX NUT 18-8 STAINLESS 1
18 O-RING; DISC BOLT RUBBER; BUNA-N 2
19 HINGE  PIN; SPECIAL (H.T.) 431 OR  410 (TIN/ELECTRODELESS NICKEL PLATING) 1
20 LEVER STEEL 1
21 KEY; LEVER STAINLESS STEEL 1
22 SET SCREW; LEVER STEEL, PLATED 1
23 KEY; HINGE STAINLESS STEEL 1
24 WEIGHT GRAY IRON - ASTM A126-B 1
25 SET SCREW; WEIGHT STEEL, PLATED 1
26 CYLINDER ARM STEEL 1
27 SET SCREW; CYLINDER ARM STEEL 1
28 BRACKET; BODY CYLINDER STEEL 1
29 BRACKET; OUTER STEEL 1
30 BRACKET; INNER STEEL 1
31 AIR CYLINDER PER CATALOGUE 1
32 BUSHING; BRACKET BRONZE 2
33 CLEVIS ROD END IRON, STEEL 1
34 COUPLING PIN; CLEVIS STEEL 1
35 CONTROL VALVE PER CATALOGUE 1
36 NIPPLE BRASS 1
37 MUFFLER PER CATALOGUE 1
38 SCREW STEEL, PLATED 3
39 SCREW; CYLINDER BRACKET STEEL, PLATED 2
40 LOCK WASHER; BRACKET STEEL, PLATED 5
41 NUT; CYLINDER BRACKET STEEL, PLATED 2
42 LOCK WASHER STEEL, PLATED 1

ASSEMBLY NOTES:
6" VALVE SHOWN. 3"-12" VAVLES AVAILABLE WITH RESILIENT 1.
SEAT
VALVE SHOWN WITH CUSHION ARRANGEMENT ON RIGHT 2.
HAND SIDE (FACING INLET; LEFT HAND VERSION AVAILABLE).
VALVE OPENING CAN BE SUDDEN. INSTALL GUARDS3.

       OR OTHERWISE ASSURE THAT PERSONS ARE WELL CLEAR. 
CONFIGURATION FOR VERTICAL INSTALLATION FEATURES 4.
LEVER ROTATED 90 DEGREES IN CLOCKWISE DIRECTION. 
FLOW IS UPWARDS.
3" SIZE FEATURES DISC BOLT INTEGRAL TO DISC HOLDER.5.

DIMENSIONS

SIZE A D E CC1 CC2 CC3 CC4 CC5 CC6

3” 9.5 7.5 6.6 13.77 7.60 2.03 11.5 3.32 8.20

4” 11.5 8.69 9.0 13.77 9.56 2.44 12 3.75 8.89

6” 14.0 10.51 11.00 19.28 10.38 3.31 18 5.00 7.52

8” 19.5 12.56 13.50 22.24 11.75 4.88 18 6.25 6.40

10” 24.5 14.07 16.75 23.62 13.68 6.19 18 7.12 11.46

12” 27.5 16.13 19.00 24.57 14.94 8.38 18 8.19 10.40

Dimensions approximate for checking clearances only
Allow clearance two sides to remove side plug and access hinge pin.

PARTS LIST

SIZE DESCRIPTION MATERIAL QTY.

1 Body Gray Iron - ASTM A126-B 1

2 Cap Gray Iron - ASTM A126-B 1

3 O-ring; Cap Flange Rubber; Buna-N 1

4 Bolt; Cap 18-8 Stainless F593, F594 4

5 Seat Ring C89833 or C87850 Bronze 1

6 O-ring; Seat Ring Rubber; Buna-N 1

7 Side Plug C69300 Bronze 1

8 O-ring; Side Plug Rubber; EPDM 2

9 Stuffing Box C69300 Bronze 1

10 Packing Non-Asbestos 1

11 Gland Follower C69300 Bronze 1

12 Hinge Ductile Iron ASTM A536 1

13R Disc Holder 3” Bronze; 4”-12” Gray Iron 1

14R Disc Rubber; Nitrile 1

15R Disc Plate 3” 303/304SS; 4”-12” C89833 
or C87850 Bronze

1

16 Disc Bolt C69300 Bronze 1

17 Hex Nut 18-8 Stainless 1

18 O-ring; Disc Bolt Rubber; Buna-N 2

19 Hinge Pin; Special 
(H.T.)

431 or 410 (Tin / Electrodeless
Nickel Plating)

1

20 Lever Steel 1

21 Key; Lever Stainless Steel 1

22 Set Screw; Lever Steel, Plated 1

23 Key; Hinge Stainless Steel 1

24 Weight Gray Iron - ASTM A126-B 1

25 Set Screw; Weight Steel, Plated 1

26 Cylinder Arm Steel 1

27 Set Screw; Cylinder 
Arm

Steel 1

28 Bracket; Body 
Cylinder

Steel 1

29 Bracket; Outer Steel 1

30 Bracket; Inner Steel 1

31 Air Cylinder Per Catalogue 1

32 Bushing; Bracket Bronze 2

33 Clevis Rod End Iron, Steel 1

34 Coupling Pin; Clevis Steel 1

35 Control Valve Per Catalogue 1

36 Nipple Brass 1

37 Muffler Per Catalogue 1

38 Screw Steel, Plated 3

39 Screw; Cylinder 
Bracket

Steel, Plated 2

40 Lock Washer; Bracket Steel, Plated 5

41 Nut; Cylinder Bracket Steel, Plated 2

42 Lock Washer Steel, Plated 1

ASSEMBLY NOTES:
1. 8” valve shown. 3”-12” valves available with resilient seat.
2. Valve shown with cushion arrangement on right hand wise 

(facing inlet; left hand version available).
3. Valve opening can be sudden. Install guards or otherwise 

assure that persons are well clear.
4. Configuration for vertical installation features lever rotated 

90 degrees in clockwise direction. Flow is upwards.
5. 3” size features disc bolt integral to disc holder.
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